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* :  HF=Hard facing

20K Globe Valve

�Features

�Applicable fluids, temperatures and pressures

1. 20K valves have 13Cr 
stainless steel trim and are 
designed to use up to 350°C 

2. 20K valves are applicable to 
some sort of special fluids, 
changing packings, gasket 
and trim materials.       

�Type
Globe, Gate and Needle valves: Ductile or malleable iron body and bonnet, union or bolted bonnet, insided screw 

for small sizes 50mm and under, outside screw and yoke for larger sizes, 13Cr stainless steel trim.           
Y-Globe valves: Ductile or malleable iron body and bonnet, 13Cr stainless steel trim, hard-faced disc and seat ring.           
Bellows valves: Ductile iron body and bonnet, bolted bonnet, outside screw & yoke, 18Cr-8Ni-1/2Mo-low Co 

stainless steel  bellows, hard-faced disc and body seat ring.           
Angle valves: Ductile or malleable iron body and bonnet, 13Cr stainless steel trim, hard-faced disc and seat ring.           
Screw down stop check valves:Ductile or malleable iron body and bonnet, 13Cr stainless steel trim, hard-faced 

disc and seat ring.           
Lift Check valves: Ductile or malleable iron body, 13Cr stainless steel cover, disc and seat ring, hard-faced disc 

and seat ring.            
Swing check valves: Ductile iron body, carbon steel bolted cover, hard faced disc and seat.            
Strainers: Ductile or malleable iron body,  malleable iron or carbon steel cover, 13Cr  stainless steel screen.             
Ball valves: Ductile iron body, 18Cr-8Ni ball, PTFE or FT(PTFE+PFA) seats.           

Unit: MPa

�Inspection pressure Unit: MPa
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Type

Globe valve/Gate valve,/Check valve/Angle valve/Y-globe valve

Bellows valve

Globe valve for LPG

Check valve for LPG/Ball valve/Strainer ball valve

Strainer

Ball valve for general application
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Shell test Seat leakage testInspection Item
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FEATURE - -- -

FIGURE

SUS403

H1215 
H350+H2200 

 FCMB-S35:Nominal size 3/8-1B 
 FCD-S:Nominal size 1 1/4-2B 

  
  
  
  
  

 Color:Brown 
 FCMB340:Nominal size 3/8-1 1/2B  

 FCD450:Nominal size 2B 

FCMB-S35
 

SUS403+HF*   
 SUS403+HF*  
 Color:Brown  

FCMB340:Nominal size 10-40A
 FCD450:Nominal size 50A 

FCD-S

 -  
 Color:Brown 

 FCMB340:Nominal size 15-40A  
FCD450:Nominal size 50A

FCD-S
 

S28C+HF*:Nominal size 50-200A 
 S25C+HF*:Nominal size 250A 

 S28C+HF* 

 Color:Brown 
 FCD450   
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FEATURE

TYPE Globe Valve TYPE

MODEL M20KFGI M20KFGOM20KSG M20KFG MODEL

L H D L H D L H D L H D

M20KSG M20KFG M20KFGI M20KFGO
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FEATURE For LPG

FIGURE

FCD-S

FCMB-S35 

 FCMB-S35 
 FCD-S:Nominal size 1 1/4-2B 

 Color:Green 
 FCMB340:Nominal size 3/8-1 1/2B  

 FCD450:Nominal size 2B 

 
SUS403 
 SUS403 

 PTFE 
 SUS403 

 Color:Green 
 FCMB340:Nominal size 10-40A  

 FCD450:Nominal size 50A  
 H1215 

 H2661-V 
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FIGURE

FEATURE

TYPE Globe Valve TYPE

MODEL M20KFDL*M20KSDL* M20KFDLO* MODEL

L H D L H D L H D

M20KSDL M20KFDL M20KFDLO

Globe valve

GateValve

Check 

Valve

Strainer

Ball Valve

Standard / Needle valve /

Y-globe valve / angle valve

Reinforced PTFE Disc

Bellows valve

Standard / For high temperature application

Standard, Screw - down Stop Check Valve

Reinforced PTFE Disc

Standard

For LPG

Strainer ball valve

For LPG

For general application
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Steady flow Oil / Heavy oil / Air / Steam / Operation LPG
Max. working 
pressure for each type (MPa)

Max. working temperature for each fluid(°C)

* ”PTFE” is marked on the name plate.
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